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(57) Abstract: The invention relates to a method for the regeneration of used 
oils of petroleum origin. The inventive method comprises the following steps: 
(a) stripping of the used mineral oil, in which said oil is chemically treated with 
an aqueous solution comprising a chemical reagent containing anions which 
form salts that are poorly soluble with the metals of the oil, followed by sep- 
aration of the stripped oil; (b) distillation of the stripped oil obtained in step 
(a) at atmospheric pressure and in the presence of alkaline hydroxides; and (c) 
distillation of the liquid residue obtained during the atmospheric distillation in 
step (b) under a vacuum and in the presence of alkaline hydroxides in order to 
obtain lubricant bases. 

(57) Resumen: La presente invention se refiere a un procedimiento para rege- 
nerar aceites usados de origen petrolifero que comprende las siguientes etapas: 
(a) desmetalizacion del aceite mineral usado mediante tratamiento quimico 
de dicho aceite con una solution acuosa de un reactivo quimico que contiene 
aniones que forman sales poco solubles con los metales del aceite, seguido de 
separation del aceite desmetalizado; (b) destilacion del aceite desmetalizado 
obtenido en la etapa (a) a presi6n atmosferica y en presencia de hiditixidos 
alcalinos; y (c) destilaci6n del residuo Ifquido obtenido en la destilaci6n at- 
mosferica de la etapa (b) a vacfo y en presencia de hidr6xidos alcalinos para 
obtencr bases lubricantes. 
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